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1 Preliminary remark 
 
The product category rules of the ift Rosenheim are divided into two parts and marked 
accordingly. Part A contains general product category rules, while this part B contains 
product group-specific rules. The valid versions can be obtained from ift Rosenheim. 
 
 
2 Product category rules 
 
2.1 Content 
 
This PCR defines for specific product groups: 
– Rules for the preparation of environmental product declarations (EPD) for piping sys-

tems including joining and connection technology for the transportation of media in-
side/outside buildings. 

 
2.2 Verification, validation and release of the PCR  
 
The committee of experts “ift-EPD and PCR” performs the validation and thus vouches for 
its correctness. 
Interested Parties involved in the PCR assessment: 

• ift Rosenheim 
• Viega GmbH & Co. KG 

 
This PCR document with the document number PCR-RS-1.0 was validated and released 
by the committee of experts (CE) of the ift Rosenheim GmbH. The PCR document is valid 
according to ISO 14025, EN 15804 and the ift guideline NA-01, five years. 
 

Tracking of the editing / revisions: 

Serial No. Date Editing comment CE Declaration code 

1 11/2022 Initial verification and 
release 

released PCR-RS-1.0 : 2022 

2     

 
 
3 General product information 
 
3.1 Product description / Product definition 
 
The declared products must be described. 
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In doing so, the trade name of the products / product groups (including any product codes) 
to which the EPD applies must be stated in addition to a general product description. If it 
is not reasonably possible to name the products / product groups, e.g. in the context of 
association EPDs, the product description must clearly delimit the products / product 
groups to which the EPD applies. 
 
Exemplary information: 
– pipe (type of material) 
– joining technology (type of material) 
– connection technology (type of material) 
– surface (treatment/coating) 
– design of the pipe (mill finish, pipe in pipe, pipe on/with insulation) 
 
3.2 Scope 
 
These product category rules (PCR-RS-1.0) can be applied to piping systems including 
joining and connection technology for the transportation of media inside/outside buildings. 

 

3.3 Application 
 
Brief description of the scope of the declared products. 
 
Example:  

• piping systems made of metal or plastic for the transportation of media 
inside/outside buildings. 

• joining and connection technology for use in pipe systems 
 

3.4 Quality assurance and management systems (optio nal) 
 
In order to guarantee the quality assurance of the product, certification systems can be 
used. Within the framework of the EPD, information can optionally be provided on quality 
assurance or QMS and EMS. 
 
Exemplary information: 
 
ZP 8500 Certification program for pipe connectors and pipe joints in drinking water 

installations from DVGW CERT 
ZP 8837 Certification program system for the transport of cold and hot drinking water 

within buildings from DVGW CERT 
ZP 8803 Certification program for multilayer piping systems for hot and cold drinking 

water inside buildings from DVGW CERT 
EN 1254 Copper and copper alloys 
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DVGW W 534 Pipe Connectors and Pipe Joints in Drinking Water Installation 
 
DVGW G 5614 Non-detachable pipe connections for metal gas pipes; compression  
  Connectors 
ISO 21003 Multilayer composite piping systems for hot and cold water installations 
  inside buildings 

  
DVGW GW 335 Plastic piping systems in gas and water distribution 
 
DVGW 5600 Metal material transition connectors for polyethylene gas pipes 
 
ISO 17885 Plastics piping systems - Mechanical fittings for pressure piping systems 

Specifications 
DIN 2459 Inseparable elastomer sealed connectors made of metal for metallic pipes 

for use in drinking water system installation  - General requirements and test 
methods 

 
ift-product certification 

– QM 359 VOC emissions from construction products 
 
Management systems 

– Quality management DIN EN ISO 9001 
– Environmental management DIN EN ISO 14001 
– Energy management DIN EN ISO 50001 
– Occupational health and safety management ISO 45001 
– Integrated Management system (IMS) 
– EMAS 

 
Note 
Existing data, e.g. from EMS (environmental balances), can facilitate data collection in life 
cycle assessments. This applies in particular to externally validated data. 
 
3.5 Technical data / performance of the product 
 
Piping systems including joining and connection technology for the transportation of media 
inside/outside buildings. 
 
The technical data of the products have to be named in the EPD. A reference to relevant 
standards shall be provided. 
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Table 1  Characteristics and performance in the product category 

 Characteristics and performance* Unit 

Obligation**1, 2 Linear weight kg/running meter 

Obligation**1, 3 unit weight kg/unit 

Optional pressure bar, Pa, psi 

Optional Operating temperature K, °C 

Optional Outer diameter mm 

Optional Thermal conductivity W/(mK) 

Optional Fire classification class 

 If applicable, further  

* The reference product is described in the EPD with the mandatory information. The product characteristics 

can be given in a range to describe the reference product. 

** The mandatory information refers to the corresponding declared unit (1kg, 2running meters, 3pieces). 

 
Note 
The units can also be specified according to the imperial system. 
 
 
4 Raw materials 
 
4.1 Information on SVHC according to PCR Part A 
 
If products to which this PCR applies contain substances of very high concern (SVHC), 
these must be indicated in the EPD. 
 
4.2 Additional information 
 
The essential technical information on the product(s) or a reference to it shall be provided 
for the planning office. 
 
When considering the entire life cycle (cradle to grave), the product characteristics, if 
available, must be stated on the basis of the physical properties of the building or a refer-
ence to them. 
 
Further information on building certification systems can be provided as part of the EPD. 
Example: 
The physical properties can be found in the accompanying documentation. 
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5 Life cycle assessment 
 
For the preparation of an EPD, a life cycle assessment according to ISO 14040 and ISO 
14044 is prepared as a basis. The data on which the life cycle assessment is based 
should be precise, complete and consistent. This life cycle assessment must be repre-
sentative of the products presented in the declaration. The scope and limits of the life cy-
cle assessment must be specified. 
 
5.1 Functional unit 
 
The functional unit indicates the quantified benefit of a product system used as a 
comparison unit (see EN 15804). 
 
5.2 Declared unit 
 
Declared products must be described and optionally represented graphically (e.g. CAD 
drawing). A functional or declared unit to which the EPD data refer must be specified. 
 
The following declared unit must be specified: 

- one kg 
- one running meter 
- one unit 

 
Example: 
The functional unit for pipes is given as length in running meters with a linear weight in kg.  
 
5.3 Geographical and time-related system boundaries  
 
Example: 
Reference period Year 2022 
Reference area global 
 
5.4 Scope / System boundaries 
 
Example piping system: 
 
Cradle to Gate according to EN 15804+A2: 
The system boundaries include the extraction of raw materials, the manufacture of the 
pipe system and the assembly of the individual components up to the finished packaged 
pipe system at the factory gate as well the dismantling, landfilling and material and ther-
mal recycling of the pipe systems. 
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Note: 
In the case of construction products and materials that are permitted as exceptions ac-
cording to EN 15804+A2, the information on disposal may be omitted. 
 
Cradle to Grave according to EN 15804+A2: 
The system boundaries also include the stage-of-life-phases application and use. 
 
5.5 Reference service life (RSL) 
 
It applies EN 15804. 
It is assumed that the reference service life of piping systems is at least 50 years. 
 
5.6 Information on the product life cycle 
 
Regulations to be observed during the life cycle: 
 
Exemplary information: 
 
Product manufacture: 
– Product standard 
– Applicable certification programs 

 
Construction stage: 
- Assembly guideline / instruction 
- Assembly videos 
- Instructions for use 
 
Use stage: 
– Information on the useful life 
– Information on VOC emissions (certification programs) 
– Information on use 
 
End-of-Life stage: 
– Recycling initiatives or normal recovery and disposal systems 
– Recycling rates in line with the industry standard 
– Legal requirements for recycling 
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